
M84 Gas Particulate Filter Unit (GPFU)
M84 GPFU

Description
Provides filtered air under pressure to field shelters, vans, and vehicles allowing 
unencumbered personnel operations operation in a Chemical, Biological and 
Radiological (CBR) contaminated environment. Filter housing that includes the 
main fan and one M98 gas particulate filter set, and a Control Module.

Mission
Provide 200 cubic feet per minute (CFM) of CBR filtered air under pressure to 
an application to allow creation of a positive pressure environment thus 
allowing unencumbered personnel operations in a CBR contaminated 
environment. Currently used on the shelter for the Improved Homing Allthe
Way Killer (IHAWK) fire control system.
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Provides 200 CFM of breathable air filtered of known traditional CBR 
threat agents
Provides positive pressure to prevent infiltration of CBR contamination
Allows up to 10 users to perform their missions without the encumbrance of Individual Protective 
Equipment
Operates from 208 VAC, 400 Hz, 3 phase power

Users
US Army

Status
Sustainment

This Fact Sheet was cleared for public release on 3/1/2012.
Point of Contact: Chemical, Biological, Radiological, & Nuclear Information Resource Center (CBRN IRC), CBRN.IRC@us.army.mil,      

Toll Free: 18008314408, Commercial: (309) 7827349, DSN: 7937349, Fax: (309) 7821919
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