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M49 Fixed Installation Filter
M49 FIF

Description

Comprised of modular, stainless steel 120 cubic feet per minute (CFM) gas filters
configured in 600 CFM and 1200 CFM housings, which can be stacked in parallel
for larger airflow capacities. The collective protection application consists of a pre-
filter to collect large particle size dust, a High Efficiency Particulate Arresting
(HEPA) filter to collect sub-micron size particulates and aerosols, and a gas filter.
A separate blower system is installed to accommodate the extra static head
present in the collective protection filter system.

Mission

Provides a protective environment against Chemical, Biological and Radiological
warfare agents for chemical-hardened fixed shelters, allowing personnel to
perform their duties unencumbered by Individual Protection Equipment.

Capabilities 120 CFMFilter Tray
@ 120 CFM filter trays are modular, refillable and reusable

Users
US Navy, US Marine Corps, US Army, US Air Force

Status
Sustainment

This Fact Sheet was cleared for public release on 3/7/2012.
Point of Contact: Chemical, Biological, Radiological, & Nuclear Information Resource Center (CBRN IRC), CBRN.IRC@us.army.mil,
Toll Free: 1-800-831-4408, Commercial: (309) 782-7349, DSN: 793-7349, Fax: (309) 782-1919
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